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How to Replace SPHC Board SEICOS-3

1. You don't need save NC/PC data. N MEW
2. Tum off NC power -> Tum off main power. . ANE
3. Make sure system ROM chip on new SPHC. GD\’-\‘ !-‘\P s aup '7" preiee
* If it doesn’t have ROM chip or it have other N [/ i;' P
kind of system ROM chip , Please pull out A J J J _!/ / sARS
system ROM from original SPHC , 1 I T YT T4 [ | JricP14]
then Put in system ROM to new SPHC. / .
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4. Set jumper pin and dip switch same as original. j T §iEe
Example Standard machine m {ra)
SW1-1 = ON SW3-1 = (*1) I (P17
SW1-2 = OFF SW3-2 = (1) J_ ] |
SW13= ON  SW33= (") \ ‘\\
SW1i4 = OFF SW34 = §OFF MPW
SW1-5 = OFF SW3-5 = OFF | ] 1 Xl [T~ tex4)
SW1-6 = OFF SW3-6 = OFF ] sasE
SW37 = OFF \l M er 1)
SW2-1 = OFF  SW38 = OFF T
SW2-2 = OFF (0r11)
SW2-3 = OFF {(cr123)
SW2+4 = OFF N -
SW2-5 = OFF
SW2-6 = OFF |5 5 b aa
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14’ Color CRT = OFF OFF OFF 15 1F ? t 8E D 8E o
Plasma display = ON OFF OFF g1a P 34 p_6H p 8H z
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5. Replace to new SPHC board. A 2 [SWil[sw3 &
6. Tum on NC power. 0000000 00000000
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Finished

. Press -> Press [F4(SYSTEM)

P5 ﬂ P4}
-> Select 6. PROGRAMABLE CONTROLLER

-> Select 16. USER'S FUNCTION -> Press [FY(TIME SET)

You will see AD year [ 1990 - 2089 ] .2

-> Type current year + add 4 (Example : 2002 > [2][0][0][6] )

You will see Month [ 1 - 12 ] ..7? -> Type cument Month (Example : Feb -> [0] )
You will see Day [ 1 - 31 ] ..? -> Type cument Day (Example : 02 -> [0][2] INPUT] )

You will see Hour [ 0 - 23 ] ..? -> Type current Hour (Example : 02pm -> )
You will see Min. [ 0 - 59 ] ..? -> Type current Min. (Example : 2 = [0][2][INPUT] )

You will see Sec. [ 0 - 59]..? -> Type cument Sec. (Example : 2 -> [0] )

Tum off NC power -> Tum on NC power. -> Check current time.
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